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GV-511 Console Utility

1 Overview

Console Utility allows you to set up the parameters of your GDTs and read the current settings of your
GDTs when they are connected to the PC. To locally conygure GDTs, you need to run Console Utility
in your PC or laptop. After connect the GDT and PC/laptop with DB9 cable, you may start setting your
GDT via Console Utility.

For the optimal performance, please make sure your PC or notebook meets the following system
requirements.

1. Operating System: Windows 2000/Windows XP/Windows 2003/Windows Vista
2. CPU: Intel Celeron 2.0GHz minimal

3. HD: 20GB minimal

4. Memory: 256MB minimal

5. LAN port: 10/100MBPS

..
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2 Software Installation

The CD in the product package contains softwares and manuals. You can copy Console Utility to your
PC/laptop without installation.
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3 Conyguration via Console Utility

3.1 Hardware Set up

Before configuring, you need a standard null modem to connect your PC with the GDT you want to
conygure.

GV-511
CleTsTaTs el s[owlule] DCAdapter
NXN

e [TTTTTITTTT]] 9-35V

®
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Press reset button
for 2 sec. to enter
the console mode

Null Modem

PC

A When connecting the GDT with serial devices, please change to RS-232 . Please

refer to the Appendix for RS-232 installation.

AL
ATTENTION
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Press the reset button for 2 seconds to switch the GDT to console mode. Once the GDT enters the
console mode the RUN and GPS LEDs will pash alternatively.

GPS “’@
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RUN \‘U)‘
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Reset Button

3.2 To Run Console Utility

i
Click Console Utility Icon |'_#l}| to start the program.

'
IConsole

And you will see the following window of Console Utility.

[ap] 3k
Com Port Murber {COM1 | OpenPort e Par

tessage Area-
Link Management
% GPR5+5MS " SMS Only Heart Beat
Madel Mame B I Heart Beat [1-120 Minutes)

Basic

Box D ,— Sleeping Mode
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BackupServert? | “Wake-up Event [Multiple-select)

[~ COMI [~ COM2 [~ COM3 [~ GPS [~ GPIO

*TCF port W ‘Wake up by any call
DHS IP

GPRS Server disconnect notice

FIN [~ Ewvent Motice MO.1

Rl ™ EventNatics NO.2
Usert ame [Phone Type : Country code + cell phone no. |
Password Firmware Versiorn

[~ Roaming Allowance [
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3.3. To Conygure GDT via Console Utility

A. To Open COM Port and Conygure the Console Settings [ ™

Once you run the Console Utility software, the screen will show the main page for your conyguration.
Please select the COM port that is connected with the GDT and click OPEN PORT, and your computer
will acquire present settings from the GDT.

Select COM Port coneected with Click Open Port after
the GDT selecting the COM Port

m Congole Ttility

| EINJEEEY

Carn Part Muriber ]l:l:lr-.ﬂ LJ Open Port “loze Part |

Message Area— LCOM1

LIRSS

Com Port Humber |COM1 > i Close Port

Message Area

Get Logger Config OKIN j
=1 00000 Link Management
Link * GPRS+SMS SMS Only Heart Beat
COM1 Model Name GY511 ¥ HeartBeat 30 [1-120 Minutes)
GPS ‘Basic T
EP\D Box D W e
ogger 3 2 :
S 5 arver [P 50248203141 [~ Sleeping Durstian [1-120 Minutes]
Backup Sever I [231 555 56 3687 iaie e b izl
T — [~ COM1 [~ GPS [ GRID
ULl o I wake up by any call
DHS 1P
GPRS Server disconnect notice
PIN [~ Event Notice MO.1
e i I Event Notioe ND.2

UserMame ,— [Phone Type : Country code + cell phone no. )
Password Fitmware Wersion
W Roaming Allowance 323112

Dslete | Retieve | appy | Previous | Next

Status = 115200, 0,8, 1

(:I\bwﬁ\l NXN TECHNOLOGY CO.,LTD. -7-



GV-511 Console Utility

Option Menu

The Option Menu will show up after you click OPEN PORT.

[Main Page| [Firmware

Upgrade| [Load Conyg to PC

E! Console O

tility

w19 By i | ] 59

\

Cormn FPort Murper I:I:IM1
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Open Paorl Close Port

|-I3 et|Logger C

nfig O \

IGPRS Diagnose|

Save Conyg to PC

About US

In the main page, press the Box ID number in the left
column to drop down or roll up the interface manu.
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GPRS+SMS and SMS Only

GV-511 can serve as an SMS Transmitter without GPRS function. When you click SMS Only, the
GPRS options on link page will not be functional. Please refer to P.30 for setting.

Link. b anagement

" GPRS+5MS & SM5 Onhe Heart Beat
odel Mame |E‘J*5“I 1 ﬂ I
Basic ]
Box D ||:||:||:||:||:| Sleeping Mode
| [=
| Wiake-up Event [Multiple-zelect]
I e =
: r
GPRS Bow alive notice
FIN [ Event Notice NO.1 |

[Phone Type : Country code + cell phone no. |

|

| [~ Ewvent Notice ND.2 |
|

| Firrnwsare Wersian

v Roarning Allowance |3.-Q_3.T.1 2

B. GPRS+SMS

a. To Conygure Link Information of the GDT on Link Management Page

Basic

Easic
Bow ID 00000

“Server |P \60.245.203.141

Backup Server IP |

“TCP part 30003
DNS IP |

Box ID: The unchangeable 5-digit number ensures that this GDT is unique and avoid the network
collision.
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Server IP: Enter New GGS serverds IP address, or the domain name.

Back up IP: You may enter the back-up serverds IP address or the domain name in case of the
connecting failure of the main server.

TCP Port: The default port is 30002. You can select port from 1 to 65535.

DNS IP: Ités not necessary to enter the DNS IP address, unless you enter the Server domain name
instead of the Server IP address.

The IP for New GGS server must be yxed and public IP, and the TCP Port must be
n the same as your New GGS Server, or the GDT is unable to connect with the server.

ATTENTION

GPRS
E_::r'qHS | PIN: Enter the PIN number of the SIM card.
PN |internet APN: Enter the APN code of the Telecom Operator.
UszerM ame | .
User Name: Enter the username of the GPRS service.
Pazzword |

v iftemngiblonance Password: Enter the password of the GPRS service.

Roaming Allowance: This allows the GDT to move from one network coverage area to another
without interruption in service or loss in connection.

A

A For GPRS settings, please contact your telephone company.

ATTENTION
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