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New GPRS Gateway Software

1 Overview

Your PC will become a New GGS server when you start New GGS (New GPRS Gateway Software).
New GGS is a middleware to manage and maintain a large number of GDTs (GPRS Data Terminals).

The structure of New GGS is shown as below. The numerous User’s AP can access GDT through the
New GGS server.

The disc in the package contains the opened GGS API in DLL yles. You may use those API to write your
own GGS as your desire, or you may intergrate your GGS with your software. Please refer to the API
User’s Manual for details.

For the optimal performance, please make sure your PC or notebook meets the following system
requirements.

1. Operating System: Windows 2000/Windows XP/Windows 2003/Windows Vista
2. CPU: Intel Celeron 2.0GHz minimal

3. HD: 20GB minimal

4. Memory: 256MB minimal

5. LAN port: 10/100MBPS

e

New GGS

Console

<o 9 C S

GDT 1 GDT 2 GDT 3 GDT 4 GDT 5

*New GGS: A server installed with GPRS Gateway Software.
*GDT: A GPRS Data Terminal

A

A Please make sure GGS is active and connected to the Internet, or the GDTs candt

“ link back to the server.

ATTENTION
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2 Software Installation

2.1 New GGS Installation

The disc in the package contains GGS folder with New GGS for Windows, and API Library.
) G0

F () G538

| GG AP Library

GGS folders conatain GGS-Window. You can copy the folder to the PC, and double click the icon to
start GGS-Window.

) GG

= I 668
'|j bin Contains executive yles of GGS-Window
) s Contains source codes of GGS-Window

2.2 TCP Port Availability Checking

New GGS need one TCP Port to connect with GDTs. You can select the port you prefer when you set up
the GDTSs via Console Utility. It is recommended to check the availability of TCP Port before setting up
the GDTs.

You can follow the procedures below to check the availibality of the TCP Port.

1. Click Start, choose Run and type “cmd” to open the command program.

N Run..

J Log OFF Mih, ..

hﬂ'l Turn OFF Computer. .,

- Tvpe the name of a program, folder, document, or
Internet resource, and Windows will open it For wou,

# pen: cmd : |

Windows XP M

(a4 Jl Cancel ][ Browse, .. ]

Connecting Machines
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2. Type “netstat -a” to list down the ports that are in use, and check if the TCP Port you choose is
occupied.

Microzoft Windows XP [UVerszion 5.1.26881
(C>» Copyright 1985-2881 Microsoft Corp.

IC:“Documents and Settingszs~MEM’netztat —a

Aictive Connections

Local Address Foreign Address State
demo Zepmap LISTEHIHG
demo:microsoft—ds :a LISTENING
demo:-nethios—s=sn LISTENING
demo microsoft—ds
demo = izakmp

demo =1825
demo = 4588
demo:=ntp
demo = 17688
demo-hootpec
demo:=ntp

Pt B
EEEEEEE

Please make sure your IP address is yxed and public IP. The IP address and Port in
n the GDT and GGS must be identical.

ATTENTION
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3 GGS-Windows

3.1 To Run GGS

Plese double click the GGS-Window icon to start New GGS.

File Edit Wiew Favorites Tools  Help

LE“ Folders

@ Back - J |? /.__1 Search -

Address |75 Ci\Documents and Settingsi xR DeskioplGESYEGES N
=

Folders

@ Desktop

[+ iD My Documents

[ -j Iy Computer
& 4 My Metwork Places w GES-Window
#l Recyels Bin

=2 53 Gas
(= Rt
(=
I3 sre

& ) G55 API Library

" GEs.di
'-‘& 1.1.1.4
=G50

3.2 To Conygure GDT via GGS-Windows

When you start the GGS-Windows you will see the window and the GGS icon will show up in the
toolbar.

EEX
File Data About
Alias [0 | ModelName | Status Fitmuare Version
Server Status : Startop [Port : 30001 Thete are 0 Boxes in Server, y
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A. Basic Function of GGS-Windows
Start-up Server: To start the server you select the TCP port.

Diata  Abaout Shutdown Server: To close port and shutdown the server.

atartop Server )
R - Set TCP Port: To select TCP port for server, the default is

| Maodel . 30002. theTCP port in the GDT and GGS have to be identical.
2et TCF Port ' After you set up the TCP port, please start-up server.

Save Box Conyg: To save the conyguration of the box to the
Eawit GDT.cfg in the conyg folder.

Exit: To close GGS.

Data Base: To collect the data from GDTs in the Access
format.

Version: To show the version of GGS that you are using.

Error Code: To show the list of Error Code.

(:I\bwv\l NXN TECHNOLOGY CO.,LTD. -7-
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When you click right your mouse in the GGS windows, the command list will be listed down.

View: to select the list view of GDTs, you choose report, list, icon
and small icon.

File Data About

Send Data: if you’ve set your GDT with GPRS output channel,
you can use send to or receive from data from Com1 of GDT. You

filias 10 k4oi €an choose the data in APl format or in Access format.
. 200000 | 00000 G- _ _ o
Visw ' v Set Config: to configure the GDT remotely like using Console
- Utility with GDT connected with Null modem.
wend Data
“et Config Reg. New Box: Add and register a GDT to the server.
Loz Comumand Unreg. Box: to delete and unregister a GDT from the server.
Reg. Hew Box Ping Connect: to check whether the GDT is connected to the
UnReg. Box GPRS network.

Reboot Box: to restart the GDT.

Adjust R. T. C.: to conygure the Real Time Clock remotely.
Polling 1/0O Pins: to test the status of digital inputs and relay output.
Pull Output Pins Status: to change the state of relay output.

Firmware Upgrade: to upgrade the GDTés yrmware remotely.

Connecting Machines



New GPRS Gateway Software

B. Error Code List

When the warning window with error code number jump out, such as the following example, you can
ynd what the number refer to in the error code list.

C. GDT Management

The GGS for GV-511 has no limitation for number of GDT. You can manage your GDT and see their

status as following procedures.

% Emor Code

S[(=1/ed

Error Code
Errar Code
Error Code
Errar Cade
Error Code
Errar Code
Error Code
Errar Code
Error Code
Errar Code
Error Code
Errar Cade
Error Code
Errar Cade

Errar Cade
Error Code

dodo -~ dndn b dora

A0
11
12
13
14

-16
17

Farameter Errar

Buffer iz emphy

B not reqistered

B was registered
Faointer reached end of list
B0 not Lagin

Respond time aut
Respand Ermar

B0 config nok if memary
Model not support
Unknow respond

File not find

Server not startup
Server already startup

Eror Code -15  Port alieady in uze

B0 dizconnect
Firrware upgrading

a. To Startup GGS and Add or Remove the GDT to the GGS

1. Set up the TCP Port. The default is port 30002. You can choose the port you prefer, but make sure the

setting of GDT is the same.

File

shuotd o Berver

met TCP Port

save Bow Confiz

Exat

cl\bwﬁ\l NXN TECHNOLOGY CO.,LTD.

Set ICF Fort

Fort NMurnber ;30004

oK

| Cancel |
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2. Start up the server, and the down left corner will show the server status and the port number.

File

atartup Berver

Set TCP Port _} |

Save Box Config merver wiatus | Startup Pot - 30002

Exit

3. Drop down the function list and choose Reg. New Box. Key in the Box ID, and click OK.

Eeg. MNew Box

Tnregz. Box q ]|
Ping Commect Box D

REG. New Box

] | Cancel
@ File Data About
Connected Icon
Aliaz | L J Model Mame J Statuz J Firrnwvare Yersian
00000 oooon  GW-B11 Connected  3.2.3.1.9
a Qoo oooo Dizconnect
Disconnected Icon
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